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CISCO  ·  CATALYST  1000  SWITCHES

C1000-24P-4G-L
24x1G PoE+ Ports · 4x1G SFP Uplinks · 195W PoE Budget

New, factory-sealed  ·  3-year LSCare warranty  ·  Ships from Hong Kong and US stock

Product Model C1000-24P-4G-L

Scan for price and stock

Category Catalyst 1000 Switches

Condition New, factory-sealed

Warranty 3-year LSCare warranty

Supplier Layer23-Switch  ·  www.layer23-switch.com

200+
Countries Served

18,000+
Customers Worldwide

US$9M+
Ready-Stock Inventory

3-Year
Warranty

Cisco, Juniper, H3C, Aruba and Fortinet network hardware supplier
www.layer23-switch.com  |  sales@layer23-switch.com  |  WhatsApp +86 171 8118 9993
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CISCO ·  CATALYST  1000  SWITCHES

C1000-24P-4G-L
24x1G PoE+ Ports · 4x1G SFP Uplinks · 195W PoE Budget

C1000-24P-4G-L is a Cisco Catalyst 1000 Series fixed managed Gigabit
Ethernet Layer 2 switch for small-business and branch-office access
deployments, pairing 24 10/100/1000 RJ45 PoE+ downlink ports with 4 fixed
1G SFP uplinks.

New, factory-sealed  ·  3-year LSCare warranty  ·  14-day returns  ·
 Cisco SN check before shipment

Specifications

Product ID C1000-24P-4G-L Product type Fixed managed Gigabit Ethernet Layer 2
switch

Downlink ports 24 x 10/100/1000 RJ45 PoE+ ports Uplink interfaces 4 x 1G SFP uplinks

Default PoE budget 195W available PoE Per-port PoE support Up to 30W per PoE port

Fan design Fanless 24-port model Internal power input Single fixed internal AC power supply

Voltage 100 to 240V AC in Frequency 50 to 60 Hz

Current 1.316A to 2.314A Power rating 0.45 kVA maximum consumption

Consumption without
PoE

23.16W Consumption with PoE 218.16W

Switching bandwidth 56 Gbps for 24-port models with 1G
uplinks

Forwarding bandwidth 28 Gbps for 24-port models with 1G
uplinks

Forwarding rate 41.67 Mpps for 24-port models with 1G
uplinks

Console port RJ-45 Ethernet console

USB-A port 1 USB-A port for storage and Bluetooth
console

CPU ARM v7 800 MHz

DRAM 512 MB Flash memory 256 MB

Operating temperature 23 to 122 F (-5 to 50 C) up to 5,000 ft. Dimensions 17.48 x 11.76 x 1.73 in.

Weight 3.53 kg SFP thermal note GLC-BX-U or GLC-BX-D use lowers the
operating temperature limit on this model

Optional Add-ons

Add-on Cisco PID Purpose

Optics GLC-SX-MMD 1000BASE-SX SFP - MMF 850nm - DOM

Optics GLC-LH-SMD 1000BASE-LX/LH SFP - 10km SMF / 550m MMF - DOM
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Get Price and Availability for C1000-24P-4G-
L
New, factory-sealed units with a 3-year warranty. Our sales team quotes
within one business day, and in-stock orders ship within one business day
of payment from our Hong Kong and US warehouses.

Request a Quote

View Product Page

Email sales@layer23-switch.com     WhatsApp +86 171 8118 9993     WeChat layer23-switch     Telegram @layer23_switch

Address 2810 North Church Street, Suite 89727, Wilmington, DE 19802, USA

Cisco and Cisco product names are trademarks of Cisco Systems, Inc. Specifications are summarized from manufacturer documentation for reference; confirm the exact
configuration with Layer23-Switch before ordering. Revised October 2026.
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