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CISCO - CATALYST 9300 SWITCHES

C9300L-48P-4G-E

48x1G PoE+ Ports - Fixed 4x1G SFP Uplinks - 505W PoE Budget - Network Essentials

New, factory-sealed - 3-year LSCare warranty - Ships from Hong Kong and US stock
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Product Model C9300L-48P-4G-E
Category Catalyst 9300 Switches
Condition New, factory-sealed
Warranty 3-year LSCare warranty
Supplier Layer23-Switch - www.layer23-switch.com Scan for price and stock
200+ 18,000+ USSOM+ 3-Year
Countries Served Customers Worldwide Ready-Stock Inventory Warranty

Cisco, Juniper, H3C, Aruba and Fortinet network hardware supplier
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CISCO - CATALYST 9300 SWITCHES

C9300L-48P-4G-E

48x1G PoE+ Ports - Fixed 4x1G SFP Uplinks - 505W PoE Budget
- Network Essentials
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The C9300L-48P-4G-E is a Cisco Catalyst 9300L stackable access switch on the

Network Essentials license, built to power phones and access points from

Gigabit wiring closets. All 48 10/100/1000 Mbps ports deliver PoE+ from a
505W budget on the default 715W supply, and traffic leaves the 104 Gbps
chassis through four fixed 1G SFP uplinks.

New, factory-sealed - 3-year LSCare warranty -

Cisco SN check before shipment

14-day returns -

Ordering note C9300L-48P-4G-E is ordered with a mandatory 3-year Cisco DNA Essentials subscription (C9300-DNA-E). We include it

in your quote.

Specifications
Product ID

Network Essentials
feature set

PoE
Default power supply

PoE budget with 350W
second supply

PoE budget with T100W
second supply

All-port PoE supply
requirement

Power supply input
Measured power, full
port traffic

Measured power, no link
Switching capacity

Forwarding rate

DRAM

C9300L-48P-4G-E

Layer 2; routed access with RIP, EIGRP
Stub and OSPF up to 1,000 routes; PBR;
PIM Stub multicast up to 1,000 routes;
PVLAN; VRRP; CDP; QoS; FHS; 802.1X;
MACsec-128; CoPP; SXP; IP SLA
Responder; SSO; model-driven telemetry,
sampled NetFlow, SPAN and RSPAN

PoE+ up to 30W per port; PoE at
15.4W; Perpetual PoE and Fast PoE

PWR-C1-715WAC-P (715W AC, Platinum-
rated)

855W

1440W (limited by port number and port
rating)

1 x PWR-C1-TTOOWAC-P or 2 x PWR-
C1-715WAC-P

100-240 VAC, 50-60 Hz, 10-5 A (PWR-
C1-715WAC-P)

90.01W (715W supply, 115 VAC)
68.42W (715W supply, 115 VAC)

104 Gbps

77.38 Mpps (64-byte IPv4 packets)

8 GB
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Network license

Downlink ports

Uplinks

Default PoE budget
PoE budget with 715W
second supply

Power supply slots

All-port PoE+ supply
requirement

Power supply heat
dissipation

Measured power,
weighted average

Measured power, 100%
PoE load

Switching capacity with
stacking

Forwarding rate with
stacking

Flash

Network Essentials, perpetual and
included with the hardware

48 x 10/100/1000 Mbps PoE+ RJ-45

4 x 1G SFP, fixed; no network module
slot

505W
1220W
2; one supply installed, blank in the

second bay

2 x PWR-CT-1T00WAC-P, or 1 x PWR-
C1-1T00WAC-P and 1 x PWR-
C1-715WAC-P or PWR-C1-715WDC

2,440 BTU/hr output; 2,723 BTU/hr total
input (PWR-C1-715WAC-P)

85.41W (715W supply, 115 VAC)
632.46W (715W supply, 115 VAC)

424 Gbps

315.48 Mpps

16 GB
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Packet buffer
MAC addresses

IPv6 routes
QoS entries
VLAN IDs

STP virtual ports for
PVST

Switched virtual
interfaces

Total routed ports per
stack

Stack membership

StackPower

Console port
SSD storage
SFP connectors

Airflow

Operating temperature
Operating humidity

Storage altitude

Dimensions, chassis only
(HxW x D)

Dimensions with TT00W
power supply (H x W x
D)

MTBF

Safety certifications

Environmental
compliance

16 MB

32,000

16,000
5,120
4094

13,000

1,000

416

Catalyst 9300L and 9300LM switches at
the same license level; no stacking with
modular-uplink Catalyst 9300 or 9300X

Not supported on Catalyst 9300L

RJ-45 console port and USB mini-Type B
console port

Rear USB 3.0 SSD port for a 120 GB or
240 GB SSD module

LC fiber connectors on SFP transceivers

Frontto-rear and side-to-rear

-5°C to +45°C up to 5000 ft (1500 m);
-5°C to +40°C up to 10,000 f (3000 m)

5% to 90%, noncondensing

Up to 15,000 ft (4500 m)

1.73x17.5x16.1in (4.4 x 44.5 x 40.9
cm)

1.73x17.5x19.2in (4.4 x 44.5 x 48.8
cm)

314,140 hours

UL 60950-1, CAN/CSA-C22.2 No.
60950-1, EN 60950-1, [EC 60950-1,
AS/NZS 60950.1

RoHS 5
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Total number of Flexible
NetFlow (FNF) entries

IPv4 routes

Multicast routes
ACL entries
PVST instances

STP virtual ports for MST
Jumbo frames
Stacking

Stacking hardware

Management port

USB port
Copper port cabling
Fan modules

Fan module airflow

Storage temperature
Operating altitude

Acoustic noise

Dimensions with default
power supply (H x W x
D)

Weight

RFID

EMC certifications

IEEE standards

64,000 flows

32,000 (24,000 direct routes, 8,000
indirect routes)

8,000

5,120

300

13,000

9198 bytes

StackWise-320, 320 Gbps, up to 8
members

Optional C9300L-STACK-KIT or C9300L-
STACK-KIT2: two stack adapters and one
cable (0.5 m default; Tmand 3 m
options)

10/100/1000 RJ-45

USB Type A, USB 3.0, 900 mA at 5 V;
128 MB to 8 GB flash drives

R}-45, 4-pair Cat 5E UTP (1000BASE-T)

3 hot-swappable FAN-T2= fan modules
with N+1 redundancy

20 cfm

-40°C to +70°C

Up to 10,000 ft (3000 m)

LpA 44 dB typical, 47 dB max; LwA 5.5B
typical, 5.8B max (C9300L, AC supply,
half the PoE+ ports loaded, 25°C)

1.73x17.5x17.7 in (4.4 x 44.5 x 44.9
cm)

7.03 kg (15.46 |b) with default power
supply

Passive UHF RFID tag, GS1 EPC Gen 2,
ISO 18000-6C, 860-960 MHz

47 CFR Part 15, EN 55032 Class A,
CISPR 32 Class A, EN 55035, CISPR 35,
EN 300 386, ICES-003 Class A, VCCI-
CISPR 32 Class A, KN32, KN35,
CNS13438, QCVN 118:2018/BTTTT

802.1D, 802.1p, 802.1Q, 802.1s,
802.1w, 802.7x, 802.3, 802.3u,
802.3ab, 802.3z, 802.3ad, 802.3ae,
802.3af, 802.3at

Page 3 of 4


https://www.layer23-switch.com/?utm_source=product_pdf&utm_medium=pdf&utm_campaign=c9300l-48p-4g-e&utm_content=footer
mailto:sales@layer23-switch.com

E::] Layer23

switch.com PRODUCT DATASHEET | C9300L-48P-4G-E

Management standards SNMPv1, SNMPv2c, SNMPv3, RMON | Minimum software Cisco I0OS XE Gibraltar 16.11.1c
and Il release

Optional Add-ons

Add-on Cisco PID Purpose

Power Supply / Fan PWR-C1-715WAC-P 715W AC PSU - Catalyst 9300 CT1 - Platinum Rated
Power Supply / Fan PWR-C1-1100WAC-P 1100W AC PSU - Catalyst 9300 CT1 - Platinum Rated
Optics GLC-LH-SMD T000BASE-LX/LH SFP - 10km SMF / 550m MMF - DOM
Optics GLC-TE T000BASE-T SFP - RJ-45 Cat5 Copper - 100m Reach
Optics GLC-SX-MMD 1000BASE-SX SFP - MMF 850nm - DOM

Optics GLC-EX-SMD 1000BASE-EX SFP - 40km SMF - DOM

Optics GLC-ZX-SMD T000BASE-ZX SFP - 70km SMF - EXT DOM

Get Price and Availability for
C9300L-48P-4G-E

New, factory-sealed units with a 3-year warranty. Our sales team quotes
within one business day, and in-stock orders ship within one business day
of payment from our Hong Kong and US warehouses.

Email sales@layer23-switch.com ~ WhatsApp +86 171 8118 9993  WeChat layer23-switch ~ Telegram @layer23_switch
Address 2810 North Church Street, Suite 89727, Wilmington, DE 19802, USA

Cisco and Cisco product names are trademarks of Cisco Systems, Inc. Specifications are summarized from manufacturer documentation for reference; confirm the exact
configuration with Layer23-Switch before ordering. Revised October 2026.
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