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C9600-PWR-2KWAC
2000W AC PSU · Catalyst 9600 · C16 Input

New, factory-sealed  ·  3-year LSCare warranty  ·  Ships from Hong Kong and US stock

Product Model C9600-PWR-2KWAC

Scan for price and stock

Category Switches

Condition New, factory-sealed

Warranty 3-year LSCare warranty

Supplier Layer23-Switch  ·  www.layer23-switch.com

200+
Countries Served

18,000+
Customers Worldwide

US$9M+
Ready-Stock Inventory

3-Year
Warranty
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CISCO ·  SWITCHES

C9600-PWR-2KWAC
2000W AC PSU · Catalyst 9600 · C16 Input

The C9600-PWR-2KWAC is a Cisco Catalyst 9600 Series 2000W AC power
supply module for the Catalyst 9606R chassis. The module takes single-phase
AC input of 90 to 140 VAC or 180 to 264 VAC and delivers 1050W at 100 to
120 VAC or 2000W at 200 to 240 VAC, with front-to-rear cooling.

New, factory-sealed  ·  3-year LSCare warranty  ·  14-day returns  ·
 Cisco SN check before shipment

Specifications

Product ID C9600-PWR-2KWAC Product type 2000W AC power supply module

Supported chassis Cisco Catalyst 9606R modular chassis Supported installed
count

One to four power supply modules

Cisco ordering PID C9600-PWR-2KWAC (=) Input type Single-phase AC

AC-input type Wide-ranging input with power factor
correction

Low-line 12V output 1050W at 100 to 120 VAC

High-line 12V output 2000W at 200 to 240 VAC Output ratings 12V main at 88A; 12V main at 167A

Output holdup time 20 ms minimum with 1200W output Input receptacle IEC 60320 C16

Branch circuit
requirement

Dedicated fused branch circuit; North
America 15A

Combined mode AC/DC
mix

Equal wattage with AC input at 220V

N+1 redundant mode
AC/DC mix

Equal wattage with AC input at 220V Chassis power-supply
slots

Four

Power supply efficiency 94 percent typical Power supply modes Combined and N+1 redundant modes

AC input voltage 90 to 140 VAC or 180 to 264 VAC AC input frequency 47 to 63 Hz

Maximum power rating 2000W Power cord rating AC 15A

Power cord connector IEC 60320 C15 appliance connector Cooling airflow Front-to-rear, self-cooling minimum 17
CFM at 100 percent load

Heat dissipation 683 BTU per hour

Get Price and Availability for C9600-
PWR-2KWAC
New, factory-sealed units with a 3-year warranty. Our sales team quotes
within one business day, and in-stock orders ship within one business day
of payment from our Hong Kong and US warehouses.

Request a Quote

View Product Page

Email sales@layer23-switch.com     WhatsApp +86 171 8118 9993     WeChat layer23-switch     Telegram @layer23_switch

Address 2810 North Church Street, Suite 89727, Wilmington, DE 19802, USA

Cisco and Cisco product names are trademarks of Cisco Systems, Inc. Specifications are summarized from manufacturer documentation for reference; confirm the exact
configuration with Layer23-Switch before ordering. Revised October 2026.
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