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CISCO - SWITCHES

IE-3500H-8T-E

8xGE X-coded M12 Ports - IP67 Wall Mount

New, factory-sealed - 3-year LSCare warranty - Ships from Hong Kong and US stock
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Product Model IE-3500H-8T-E
Category Switches E . o @!
Condition New, factory-sealed ]
Warranty 3-year LSCare warranty E i
Supplier Layer23-Switch - www.layer23-switch.com Scan for price and stock
200+ 18,000+ USSOM+ 3-Year
Countries Served Customers Worldwide Ready-Stock Inventory Warranty

Cisco, Juniper, H3C, Aruba and Fortinet network hardware supplier

www.layer23-switch.com | sales@layer23-switch.com | WhatsApp +86 171 8118 9993
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Specifications

SKU

Default 10S XE feature
set

Total ports

Fast Ethernet D-coded
ports

mGig ports

Lossless redundancy
protocol support

Power input

Input voltage range
Power consumption
Alarm relay rating

Removable storage
Dimensions

Operating temperature

Ingress protection
Data cable type

Forwarding rate
Unicast MAC addresses

Active VLANs

CISCO - SWITCHES

IE-3500H-8T-E

8xGE X-coded M12 Ports - IP67 Wall Mount

) Cisco IE-3500H-8T-E is a Cisco IE3500 Heavy Duty Series industrial Ethernet
switch built for wall-mounted IP66/1P67 field access in harsh OT environments,
combining 8 non-PoE 10/100/1000 M12 X-coded ports with the Network
Essentials software tier; Cisco positions the IE3500H platform for industrial
deployments such as manufacturing, connected energy, and smart-city

networks, and the 8T-E model keeps a compact fixed-port design without SFP

uplinks for sealed copper access applications.

New, factory-sealed - 3-year LSCare warranty - 14-day returns -
Cisco SN check before shipment

IE-3500H-8T-E

Network Essentials

8

No D-coded ports listed for the 8T model

No mGig ports listed for the 8T model

N

Mini-change single power source
12 to 48 VDC

38 W

30 VDC at 1 A or 60 VDC at 0.5 A

SD card optional and not shipped by
default

9.58 x 7.90 x 3.16 in. (24.33 x 20.07 x
8.03 cm)

-40C to +70C in vented enclosures, -40C
to +60C in sealed enclosures, -34C to

+75C with 200 LFM airflow

IP66 and IP67 with required IP67 cabling
or supplied dust caps

Copper GE M12 X-coded 8-pole shielded
cable

Line rate for all ports and all packet sizes
24000

1024

Layer23-Switch | www.layer23-switch.com | sales@layer23-switch.com

Device type

Upgradeable feature set

Gigabit Ethernet ports

SFP ports

PoE budget

Network Advantage
upgrade

Power input connector
Input current

Alarm 1/0

Console port

Mounting

Weight

Operating humidity

NEMA rating

Power input cable type

Queues
IGMP multicast groups

VLAN IDs

IP66/1P67-rated industrial Ethernet switch

Network Advantage

8 x 10/100/1000 M12 X-coded ports

No SFP ports listed for the 8T model

No PoE budget listed for the 8T model

IE3500-NW-A= optional upgrade listed
by Cisco

Mini-Style 4-pin connector

3.1TA

1 alarm output relay and 1 alarm input
1 M12 A-coded 5-pin console port

Wall mount

8.45 |b (3.83 kg) including mounting
bracket

5 to 95 percent noncondensing

Type 4X

Mini-Style 4-pin connector for power
input

8
1024

4096
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IPv4 indirect routes 7000 IPv6 indirect routes 3500

PACL entries 1536 DRAM 8 GB
User-accessible flash 5.1GB SD card capacity 16 GB
Jumbo frames 9198 bytes SVls 32

MTBF 473949 hours Operating system Cisco I0S XE

Get Price and Availability for IE-3500H-8T-E Request a Quote

New, factory-sealed units with a 3-year warranty. Our sales team quotes

within one business day, and in-stock orders ship within one business day
of payment from our Hong Kong and US warehouses. View Product Page

Email sales@layer23-switch.com ~ WhatsApp +86 171 8118 9993  WeChat layer23-switch ~ Telegram @layer23_switch
Address 2810 North Church Street, Suite 89727, Wilmington, DE 19802, USA

Cisco and Cisco product names are trademarks of Cisco Systems, Inc. Specifications are summarized from manufacturer documentation for reference; confirm the exact
configuration with Layer23-Switch before ordering. Revised October 2026.
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